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TemperaTure measuremenT speed
Less than 1 second 

TemperaTure measuremenT accuracy
± 0.3°

TemperaTure measuremenT disTance
<3in (<76.2mm)

power consumpTion
Less than 8W 

exTernal power supply 
(for fixed applications only)
120V AC converter

working volTage
12V

working TemperaTure
-14° F ~ 104° F (-10° C ~ 40° C)

operaTing humidiTy
95%, non-condensing

dimensions (w × h × d)
4.34 × 6.45 × 1.3in (110.24 × 164 × 33mm) 
(excluding bracket and power adapter)

weighT
1.32lb (0.6kg)

cerTificaTions
CE, FCC, ROHS

parT number
SV-IR-THRM

The Safety Vision IR Thermometer is used to measure passengers’ temperature quickly and easily as they board the bus 
or enter the building. Scanning any part of the face or hand, temperature readings are displayed on the LED screen, in 
addition to an audible voice that states if the person’s temperature is within range. Each school district or transit authority 
will have their own internal policies and procedures to follow when individuals test for a high temperature. This small device 
is activated and deactivated through the ignition switch or by powering on and off in a building, eliminating interaction, 
and creating a failsafe system at a fraction of the cost of a thermal camera utilized in other applications. The Safety Vision IR 
Thermometer is completely standalone and can be used even if you do not have a mobile surveillance solution. The device 
can be used onboard a vehicle or bus or at the entry to offices, buildings, and other fixed facilities.

ir tHErMOMEtEr
CONtACt FrEE tHErMOMEtEr WitH AUDiO ALErtS

paTenT pending



Using a high-precision temperature measurement sensor 
imported from Belgium, Safety Vision’s IR thermometer 
measures the human body surface temperature without  
any contact. When an abnormal body temperature is 
detected, an audible voice warning will occur. This can be 
used as a stand-alone product or integrate with walk-through 
metal detectors, doors, intelligent access control systems, 
and more. 

Features
•	 No contact temperature measurement: The detector 

measures forehead or palm of your hand temperatures 
and is accurate up to 3in (76.2mm) away. 

•	 Voice Alarm: After passing the detector, an audible voice 
will state “Your temperature is normal” for a normal body 
temperature or “Please check again” for an abnormal 
body temperature.

•	 False Alarm Prevention: Using advanced STM 
technology, the possibility of false alarms is prevented. 

•	 Easy to use: Complete plug-and-play, do-it-yourself 
installation. The device is standalone and does not have 
to interface with any other products.

Interface
•	 Temperature display: The digital display shows real-time 

temperature value.

•	 Normal indicator: The green light is on when the 
temperature is within the range of 95° F ~ 100.4° F  
(35° C ~ 38° C). 

•	 Abnormal indicator: The red light is on when the 
temperature is not within the range of 95° F ~ 100.4° F  
(35° C ~ 38° C).

•	 Infrared sensor: Detects the body temperature when 
forehead or palm of your hand is within 3in (76.2mm) of 
the sensor.

•	 Voice broadcast: A verbal alarm sounds when 
temperature is normal (“normal temperature”) or 
abnormal (“please check again”).
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